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Technical Details MarPeak® analog MarPeak® digital 

Pmax   

Pressure sensor range 0-250 [bar] 0-250 [bar] 

Error margin +/-1% to full scale output +/-0.5% to full scale output 

2/ 4 Stroke   

Speed range up to 2500 [rpm] up to 2500 [rpm] 

Ambient temperature 60°C 60°C 

Weight incl. wooden box 4.740 kg 5.110 kg 

Net weight 2.010 kg 2.350kg 

Dimensions 250 mm x 165 mm x 70 mm 275 mm x 145 mm x 70 mm 

 

 
 

 

 

 

 

 

 

 

Scope of supply  

1 x MarPeak 

1 x Wooden Box 

1 x Knob 

1 x MarPeak  Measuring Log 

1 x MarPeak Manual 

1 x MarPeak Certificate 

 

After 2 years have the device calibrate to ensure its proper functioning. You can send the device directly to 

MARIDS GmbH factory for testing or calibration or to any other Service Station recognized by MARIDIS GmbH. 

   MarPeak® Peak Pressure Indicator 

Precision made in Germany 

The MarPeak series are Peak Pressure 

Indicators to measure the applied maximum 

gas pressure of the diesel engine for every 

cylinder station with the indicator cock and the 

corresponding W1-1/6“ standard thread.  

The device is particularly suitable for indicating 

tasks on diesel engines. 

 

 


